User Guide

Product Features

» USB Specification Rev. 1.1 compliant

* Support the RS232 Serial interface

 Over 1Mbps data transfer rate

* Support remote wake-up and power management

System Requirements

* IBM PC 486D X4-100 MHz CPU or higher or compatible system
* Available USB port

* CD-ROM drive

* Windows98/2000/xp/vista/7.0

Driver Installation (windows7.0)
Follow the steps below to install Window 7.0 driver of USB TO RS232

1. Power on your computer and make sure that the USB port is enabled and working
properly.

2. During installation , please don’t link USB TO RS232 with your computer .

3. Double click “ PL2303_Prolific setup.exe *, then it will start install

4.When the installation has finished a completion screen is displayed.

PL-2303 Driver Installer Program ﬁ

Setup Status ‘W

PL-2303 USB-to-Serial iz configuring vour new software installation.
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5. After installation , click “ Finish ’

PL-2303 Dnver Installer Program

InstallS hield Wizard Complete

The InztallShield Wizard has successfully installed PL-2303
15B-to-Serial. Click Finish to exit the wizard.
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6. Plug inthe USB TO RS232 into the USB port and Press the Windows start button to
bring up the start menu and select “Control Panel”.
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7. From the Control Panel window select Hardware and Sound

\J'w"E v Control Panel »
Adjust your computer’s settings

System and Security

Review your computer's status

Back up your computer
Find and fix problems

Netwaork and Internet i
ﬁh Connect to the Internet
&2, View network status and tasks
Choose homegroup and sharing options

, / Hardware and Sound
View devices and printers
Add a device
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Uninstall a program

8. At the next screen select Device Manager:
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h_‘? Programs @
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View by:

Category ~

User Accounts and Family Safety
Add orremove user accounts

Set up parental controls for any user

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resclution

Clock, Language, and Region
Change keyboards or other input methods
Change display lanquage

Ease of Access
Let Windows suggest settings
Optimize visual display
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Control Panel Home

"EET] » Control Panel » Hardware and Sound »

Devices and Printers

9
e B pddadevice | Addaprinter | Mouse
Network and Internet @ AutoPlay

e Hardware and Sound Change default settings for media or devices
Pragrams y Sound

Adjust system volume | Change system sounds

Uzer Accounts and Family
Safety

Appearance and
Personalization

Power Cptions
Change power-saving settings
Require a password when the computer wakes

@

Clack, Language, and Region )
Display

Make text end other items larger or smaller
How to comrect monitor flicker (refresh rate)

Ease of Access

=
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Sound Effect Manager

'@' Device Manage

Play CDs or other media automatically

Manage audio devices

Change what the power buttens do

Change wher the computer sleeps

Choose a power plan

Adjust screen resolution Connect to an external display




9. You can to check the Device Manager and see the Prolific USB to Serial Comm Port)

.= Device Manager — | —————————————— ..:,..@.g

File Action View Help
= 7B HFE & F &S

- B Display adapters -
» g DVD/CD-ROM drives

>-U’§, Hurnan Interface Devices

gy IDE ATAJATAPI controllers &
> i IEEE 1394 Bus host controllers
» Z2 Keyboards

--B Mice and other pointing devices

-Bd Monitors

-&F Network adapters

-l Other devices

475 Ports (COM & LPT)

"? Communications Paort (COML)

? Prolific USB-to-5Serial Comm Port (COM3)

b D Processors

b -% Sound, video and game controllers

b M System devices

a- ﬂ Universal Serial Bus controllers

i Standard Enhanced PCI to USE Host Controller

E Standard Enhanced PCI to USBE Host Controller
Standard OpenHCD USB Host Controller
Standard OpenHCD USB Host Controller

[»
[
[
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USB Composite Device

-
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- §§ USB Root Hub
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USE Reot Hub
USE Reot Hub
LISR Rnnt Huh i

NOTE: Not all devices will install to COM3. The COM port allocation is determined by
the installation wizard on the basis of the next free com port as designated in the
PC registry.



Changes COM Port

(1), Please click on the Device Manager\\ ports (COM & LPT).

i
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(E? Clher Jevices ;I

- 5 Parks (COM & LPT)
- F‘f Comriunications Pork (00M1)
------ F‘f Comriunications Pork (00M2)

- Printer Port (LPT1)
7

EEI--C.',EIE Saund, video and game corkrollers
-3 System devices
[+-82 Universal Serial Bus controllers -

(2), Doubly click on “Prolific USB-to- serial Comm port(COM3)” .And it could go to
‘ properties'.

Prolific USB-to-Serial Comm Porkt {COM3) Properki ed

Gereral  Paor Settings | Dirwer I

Bits per zecond:

Lata bits:

Parity:

Stop bitz:

Elowve contral

Advanced... | Bestaore Defaultsl

k. I Cancel




(3), Please choose ""Port Settings **, and then click on ""Advanced™. Please kindly
choose the needed com, and click on"* ok™.

Advanred Setlings Far FrOM3 ilil

— v UseFIFO buffers [requires 16550 compatible UART]

Select lower settings to carect connechon prablems.

flek

Cancel
Select higher settings for faster perfarmance.
Defaults
Beceive Euffer: Low [1] J High (14] [14)
Tranzmit Euffer: Lﬁ_; J High (18]  [1E]
COr4
COME
COME |
COk Port Mumber: | COM3 j
Notice:

If the Modem could not link with the new port, and run smoothly when changed the port,
please kindly unload Modem, and re-install it. When Changing the port, the peripheral
equipment could not shift to the new port, and run smoothly. Under this situation, please
kindly unload the equipment and install again.




